NOTES:

1. MATERIALS AND FINISHES:
   BODY - BRASS, NICKEL PLATING
   CONTACT - BERELLIUM COPPER, GOLD PLATING
   INSULATOR - PTFE, NATURAL

2. ELECTRICAL:
   A. IMPEDANCE: 75 OHM
   B. FREQUENCY RANGE: DC - 3.0 GHz

3. MECHANICAL:
   A. DURABILITY: 500 CYCLES MIN.

4. PACKAGING:
   A. QUANTITY: SINGLE PACK
   B. MARKING: BAG TO BE MARKED
     "AMPHENOL RF, 34-1023, AND DATE CODE"

CUSTOMER OUTLINE DRAWING

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN METRIC AND TOLERANCES ARE:
+0.05mm ±0.05mm 0.0 - 20mm 30 - 200mm ANGLES ±0.25° ±1°

NOTICE: These drawings, specifications, or other data is for, and remain the
property of AMPHENOL corp. It must be used only for the purpose intended and
did not to be disclosed to any person other than those to whom they are
sent by AMPHENOL corp. The furnishing of these drawings, specifications, or
other data is subject to the condition that they shall not be regarded by
implication or otherwise as any manner of license granting rights to
performed or use in any manner or any other application to manufacture, sell, or
sell or any product, process, or device, patented or otherwise, that may be in any way
related to or disclosed by said drawings, specifications, or other data.

<table>
<thead>
<tr>
<th>MATERIAL</th>
<th>SEE NOTES</th>
</tr>
</thead>
</table>

DRAWN:
T. DENG
DATE: 25-Oct-10

ENGINEER:
RALPH W
DATE: 11-Mar-10

APPROVED:
S. HOSHI
DATE: 27-Oct-10

SCALE: 0.01:1.0 SHEET 2 OF 2

Amphenol RF
Danbury CT USA, Tuenam, Taiwan, Sanchon, China
www.amphenolrf.com

DRAWING NO. 34-1023
ITEM NO. 34-1023

CENTER LINE
SCALE 3.000