NOTES:

1. MATERIALS AND FINISHES:
   - HD-BNC STR PLUG - 34-1017-300
   - BNC CRIMP JACK - 112965
   - CABLE - HELDEN 1694A

2. ELECTRICAL:
   - A. IMPEDANCE: 75 OHM, NOMINAL
   - B. FREQUENCY RANGE: DC - 4 GHz
   - C. VOLTAGE RATING: 500 VRMS
   - D. D.W.V: 1000 VRMS

3. MECHANICAL:
   - A. TEMPERATURE RANGE: 0°C TO +50°C

4. PACKAGING:
   - A. QUANTITY: SINGLE PACK
   - B. MARKING: TO BE MARKED "AMPHENOL RF, 95-666-44882-X AND DATE CODE"

5. INS. LOSS ____________ dB MAX
   - OTHER

6. LENGTH XX.XX (INCH)

DESIGN REQUIREMENTS:

1. FREQUENCY: DC TO 4 GHz
   - OTHER
   - INS. LOSS ____________ dB MAX

2. ELECTRICAL:
   - A. IMPEDANCE: 75 OHM, NOMINAL
   - B. FREQUENCY RANGE: DC - 4 GHz
   - C. VOLTAGE RATING: 500 VRMS
   - D. D.W.V: 1000 VRMS

3. PACKAGING:
   - A. QUANTITY: SINGLE PACK
   - B. MARKING: TO BE MARKED "AMPHENOL RF, 95-666-44882-X AND DATE CODE"

CUSTOMER OUTLINE DRAWING

AMPHENOL RF 95-666-44882-X
www.amphenolrf.com

DRAWING NO. 95-666-44882-X

TITLE HD-BNC STR PLUG TO BNC CRIMP JACK USING, HELDEN 1694A CABLE, VARIOUS LENGTHS

SCALE 2:1 SHEET 2 OF 2

DRAWN RAJAGOPAL N 20-Nov-14
ENGINEER RAJAGOPAL N 20-Nov-14
APPROVED 12/15/14

NOTICE - These drawings, specifications, or other data (1) are, and remain the property of Amphenol Corporation. (2) must be returned upon request; and (3) are confidential and not to be disclosed to any person other than those to whom they are given by Amphenol Corporation. The furnishing of these drawings, specifications, or other data by Amphenol Corporation, or to any other person for any purpose is not to be regarded by implication or otherwise in any manner licensing, granting rights to, permitting such holder or any other person to manufacture, use or sell any product, process or design, patented or otherwise, that may be in any way be related to or disclosed by said drawings, specifications, or other data.

PART NUMBER LENGTH XX.XX (INCH)

95-666-44882-2 12.000
95-666-44882-1 6.000

MARKING:
- AMPHENOL RF
- HEAT SHRINK TUBE
- TYP(2)