NOTES:
1. MATERIALS AND FINISHES:
   a. HD-BNC STR PLUG - 34-1026
   b. BNC CRIMP JACK - 112989
   c. BELDEN 1855A CABLE

2. ELECTRICAL:
   a. IMPEDANCE: 75 OHM, NOMINAL
   b. FREQUENCY RANGE: DC - 4 GHz
   c. VOLTAGE RATING: 500 VRMS
   d. D. W. V: 1000 VRMS

3. MECHANICAL:
   a. TEMPERATURE RANGE: 0°C TO 45°C

4. PACKAGING:
   a. QUANTITY: SINGLE PACK
   b. MARKING: BAG TO BE MARKED
     "AMPHENOL RF, 95-666-44883-X AND DATE CODE"

DESIGN REQUIREMENTS:
- FREQUENCY: DC TO 4 GHz
- VSWR: _______ MAX
- CONTINUITY
- FREQUENCY: DC TO 4 GHz
- VOLTAGE RATING: 500 VRMS
- D. W. V: 1000 VRMS

MATERIAL SEE NOTES
DRAWN RAJAGOPAL N
DATE 20-Nov-14

AMPHENOL RF
www.amphenolrf.com
DRAWING NO. 95-666-44883-X
ITEM NO. 95-666-44883-X
PART NO. 95-666-44883-X